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(57) ABSTRACT

An adjusting assembly for a lens of a camera has a hollow
housing with a mounting portion, at least one driving ring
mounted around the lens, at least one turning rod mounted
through the mounting portion and engaging with the at least
one driving ring, and at least one limiting ring. The at least one
limiting ring is embedded in the mounting portion of the
housing and prevents the at least one turning rod from drop-
ping out of the housing. The mounting portion is integrally
formed on the housing and has an enlarged thickness that
allows the at least one turning rod to be stably mounted on the
housing. The at least one turning rod is embedded in the
housing, such that appearance of the housing is smooth and
pleasing.

13 Claims, 6 Drawing Sheets
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FIG. 3
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FIG. 5
PRIOR ART
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1
ADJUSTING ASSEMBLY FOR A LENS OF A
CAMERA

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an adjusting assembly for
alens of a camera, especially to an adjusting assembly that is
used to adjust a lens of a surveillance camera.

2. Description of the Prior Art(s)

A surveillance camera is mounted at an intersection out-
doors or an important location indoors to record or monitor
events happening around and to provide recorded images
when needed. To prevent a camera module of the surveillance
camera from being damaged, the camera module is stored in
ahousing. The camera module includes a lens, a circuit board,
an illumination device, a data storage system, and so on.
Focus and diaphragm of the lens of the camera module have
to be capable of being adjusted so as to capture clear images.

With reference to FIGS. 5 and 6, a conventional adjusting
assembly for a lens of a camera comprises a housing 50, a
base 60, a driving ring 80, an adjusting rod 70, a retaining ring
90, and an O ring 91. The housing 50 is used for storing a
camera module of the camera. The base 60 is fastened to a
bottom of the housing 50. The driving ring 80 is securely
mounted around the lens and has a toothed portion. The
adjusting rod 70 is rotatably mounted through the base 60 and
has an operating end 71 and a toothed end 72. The operating
end 71 protrudes out of the housing 50. The toothed end 72
protrudes inside the housing 50 and engages with the toothed
portion of the driving ring 80. The retaining ring 90 is
securely mounted around the adjusting rod 70 and is held
between the housing 50 and the base 60. The O ring 91 is
mounted around the operating end 71 of the adjusting rod 70
and is held between the operating end 71 and the base 60.

A user can hold the operating end 71 of the adjusting rod 70
to turn the adjusting rod 70. Thus, the driving ring 80 and the
lens are turned as well, and the lens can be adjusted without
disassembling the housing 50 apart. Furthermore, the base 60
is helpful in stabilizing the adjusting rod 70, such that the
adjusting rod 70 can rotate relative to the housing 50 without
displacement or tilt. The retaining ring 90 prevents the adjust-
ing rod 70 from dropping out of the housing 50.

However, fastening the base 60 to the housing 50 takes time
and increases manufacturing cost of the camera. Moreover,
since the operating end 71 of the adjusting rod 70 protrudes
out from the housing 50, appearance of the housing 50 is not
smooth and is unpleasing.

To overcome the shortcomings, the present invention pro-
vides an adjusting assembly for a lens of a camera to mitigate
or obviate the aforementioned problems.

SUMMARY OF THE INVENTION

The main objective of the present invention is to provide an
adjusting assembly for a lens of a camera. The adjusting
assembly has a hollow housing with a mounting portion, at
least one driving ring mounted around the lens, at least one
turning rod mounted through the mounting portion and
engaging with the at least one driving ring, and at least one
limiting ring. The at least one limiting ring is embedded in the
mounting portions of the housing and prevents the at least one
turning rod from dropping out of the housing.

The mounting portion is integrally formed on the housing
and has an enlarged thickness that allows the at least one
turning rod to be stably mounted on the housing. The at least

10

15

20

25

30

35

40

45

50

55

60

65

2

one turning rod is embedded in the housing, such that appear-
ance of the housing is smooth and pleasing.

Other objectives, advantages and novel features of the
invention will become more apparent from the following
detailed description when taken in conjunction with the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an operational perspective view of an adjusting
assembly for alens of a camera in accordance with the present
invention;

FIG. 2 is an enlarged operational side view in partial sec-
tion of the adjusting assembly in FIG. 1;

FIG. 3 is another enlarged perspective view of the adjusting
assembly in FIG. 1;

FIG. 4 is an enlarged exploded perspective view of the
adjusting assembly in FIG. 1;

FIG. 5 is a perspective view of a conventional adjusting
assembly for lens of a camera in accordance with the prior art;
and

FIG. 6 is a side view in partial section of the conventional
adjusting assembly in FIG. 5.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

With reference to FIGS. 1 and 2, an adjusting assembly for
a lens of a camera comprises a housing 1, a cover 21, at least
one driving ring 40, at least one turning rod 30, at least one
limiting ring 33, and at least one O ring 34.

With further reference to FIG. 3, the housing 1 is hollow
and has a mounting portion 11, at least one through hole 12,
at least one internal wall, at least one flange 13, and an
opening 22. The mounting portion 11 is integrally formed on
the housing 1. A thickness of the housing 1 is enlarged at the
mounting portion 11. The at least one through hole 12 is
formed through the mounting portion 11. Each of the at least
one internal wall of the housing 1 is defined around a corre-
sponding one of the at least one through hole 12 of the hous-
ing 1. Each of the at least one flange 13 of the housing 1 is
formed on and around a corresponding one of the at least one
internal wall of the housing 1. The opening 22 is formed
through the housing 1 and corresponds in position to a
memory card module 23 of the camera.

The cover 21 is detachably mounted on the housing 1 and
selectively covers the opening 22 ofthe housing 1. By detach-
ing the cover 21 from the housing 1, a memory card can be
inserted into or drawn out of the memory card module 23
without disassembling the housing 1 apart.

In the preferred embodiment, the housing 1 is formed by
attaching a front housing 10 and a rear housing 20. The
mounting portion 11 and the at least one through hole 12 are
formed on the front housing 10. The opening 22 is formed
through the rear housing 20. The cover 21 is detachably
mounted on the rear housing 20.

The at least one driving ring 40 is securely mounted around
the lens of the camera and has a toothed portion 41.

With further reference to FIG. 4, the at least one turning rod
30 is rotatably mounted through the at least one through hole
12 of the housing 1. Each of the at least one turning rod 30 has
anoperatingend 31, aslot 311, a flange 312, and atoothed end
32. The operating end 31 protrudes in a corresponding one of
the at least one through hole 12 of the housing 1 and has an
end surface. The slot 311 is formed in the end surface of the
operating end 31. The flange 312 of the turning rod 30 is
formed around the operating end 31 and is disposed in the
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corresponding through hole 12. The toothed end 32 protrudes
inside the housing 1 and engages with the toothed portion 41
of a corresponding one of the at least one driving ring 40.

The at least one limiting ring 33 is embedded in the at least
one through hole 12 of the housing 1, such that the flange 312
of'each of the at least one turning rod 30 is disposed between
a corresponding one of the at least one flange 13 of the
housing 1 and a corresponding one of the at least one limiting
ring 33. Each of the at least one limiting ring 33 has an inner
end surface and an outer end surface. The inner end surface of
the limiting ring 33 abuts the flange 312 of a corresponding
one of the at least one turning rod 30. The outer end surface of
the limiting ring 33 is flush with an outer surface of the
mounting portion 11 of the housing 1.

Each of the at least one O ring 34 is mounted around the
operating end 31 of a corresponding one of the at least one
turning rod 30 and is held between the flange 312 of the
corresponding turning rod 30 and a corresponding one of the
at least one flange 13 of'the housing 1. With the at least one O
ring 34 mounted in the at least one through hole 12 of the
housing 1, moisture does not permeate into the housing 1
through the at least one through hole 12.

The turning rod 30 can be turned by tools, such as a flat-
blade screwdriver or the like. When the at least one turning
rod 30 is turned, the at least one driving ring 40 and the lens
are turned as well, such that focus and/or diaphragm of the
lens can be adjusted without disassembling the housing 1
apart.

The adjusting assembly for the lens of the camera as
described has the following advantages.

The mounting portion 11 that is integrally formed on the
housing 1 and has the enlarged thickness allows the at least
one turning rod 30 to be stably mounted on the housing 1. No
base needs to be additionally mounted on the housing 1.
Moreover, with the operating end 31 of the at least one turning
rod 30 mounted in the at least one through hole 12 of the
housing 1, appearance of the housing 1 is smooth and pleas-
ing.

Even though numerous characteristics and advantages of
the present invention have been set forth in the foregoing
description, together with details of the structure and features
of the invention, the disclosure is illustrative only. Changes
may be made in the details, especially in matters of shape,
size, and arrangement of parts within the principles of the
invention to the full extent indicated by the broad general
meaning of the terms in which the appended claims are
expressed.

What is claimed is:
1. An adjusting assembly for a lens of a camera comprising:
a hollowed housing having
a mounting portion integrally formed on the housing,
and
at least one through hole formed through the mounting
portion;
a thickness of the housing being enlarged at the mounting
portion;
at least one driving ring securely mounted around the lens
of the camera and having a toothed portion;
at least one turning rod rotatably mounted through the at
least one through hole of the housing, and each ofthe at
least one turning rod having
an operating end protruding in a corresponding one of
the at least one through hole of the housing,
a flange formed around the operating end and disposed
in the corresponding through hole, and
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a toothed end protruding inside the housing and engag-
ing with the toothed portion of a corresponding one of
the at least one driving ring; and

at least one limiting ring embedded in the at least one
through hole of the housing, and each of the at least one
limiting ring having

an inner end surface abutting the flange of a correspond-
ing one of the at least one turning rod, and

an outer end surface being flush with an outer surface of
the mounting portion of the housing.

2. The adjusting assembly as claimed in claim 1, wherein:

the housing is formed by attaching a front housing and a
rear housing, and

the mounting portion and the at least one through hole are
formed on the front housing.

3. The adjusting assembly as claimed in claim 1, wherein:

the housing further has an opening formed through the
housing, and

the adjusting assembly further has a cover detachably
mounted on the housing and selectively covering the
opening of the housing.

4. The adjusting assembly as claimed in claim 1, wherein:

the housing further has

at least one internal wall, and each of the at least one
internal wall being defined around a corresponding
one of the at least one through hole of the housing; and

at least one flange, and each of the at least one flange of
the housing is formed on and around a corresponding
one of the at least one internal wall of the housing; and

the flange of each of'the at least one turning rod is disposed
between a corresponding one of the at least one flange of
the housing and a corresponding one of the at least one
limiting ring.

5. The adjusting assembly as claimed in claim 3, wherein:

the housing further has

at least one internal wall, and each of the at least one
internal wall being defined around a corresponding
one of the at least one through hole of the housing, and

at least one flange, and each of the at least one flange of
the housing being formed on and around a corre-
sponding one of the at least one internal wall of the
housing; and

the flange of each of'the at least one turning rod is disposed
between a corresponding one of the at least one flange of
the housing and a corresponding one of the at least one
limiting ring.

6. The adjusting assembly as claimed in claim 1, wherein:

the operating end of each of the at least one turning rod has
an end surface; and

each of the at least one turning rod further has a slot formed
in the end surface of the operating end.

7. The adjusting assembly as claimed in claim 3, wherein:

the operating end of each of the at least one turning rod has
an end surface; and

each of the at least one turning rod further has a slot formed
in the end surface of the operating end.

8. The adjusting assembly as claimed in claim 4, wherein:

the operating end of each of the at least one turning rod has
an end surface; and

each of the at least one turning rod further has a slot formed
in the end surface of the operating end.

9. The adjusting assembly as claimed in claim 5, wherein:

the operating end of each of the at least one turning rod has
an end surface; and

each of the at least one turning rod further has a slot formed
in the end surface of the operating end.
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10. The adjusting assembly as claimed in claim 4 further
comprising at least one O ring, and each of the at least one O
ring mounted around the operating end of a corresponding
one of the at least one turning rod and held between the flange
of the corresponding turning rod and a corresponding one of 5
the at least one flange of the housing.

11. The adjusting assembly as claimed in claim 5 further
comprising at least one O ring, and each of the at least one O
ring mounted around the operating end of a corresponding
one of the at least one turning rod and held between the flange 10
of the corresponding turning rod and a corresponding one of
the at least one flange of the housing.

12. The adjusting assembly as claimed in claim 8 further
comprising at least one O ring, and each of the at least one O
ring mounted around the operating end of a corresponding 15
one of the at least one turning rod and held between the flange
of the corresponding turning rod and a corresponding one of
the at least one flange of the housing.

13. The adjusting assembly as claimed in claim 9 further
comprising at least one O ring, and each of the at least one O 20
ring mounted around the operating end of a corresponding
one of the at least one turning rod and held between the flange
of the corresponding turning rod and a corresponding one of
the at least one flange of the housing.
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